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1Chapter
Nanogenerators from Electrical 
Discharge
Jie Wang, Di Liu, Linglin Zhou and Zhong Lin Wang
Abstract
Electrical discharge is generally considered as a negative effect in the electronic 
industry and often causes electrostatic discharge (ESD) and thus failure of electronic 
components and integrated circuits (IC). However, this effect was recently used to 
develop a new energy-harvesting technology, direct-current triboelectric nanogenera-
tor (DC-TENG). In this chapter, its fundamental mechanism and the working modes 
of the nanogenerator will be presented. They are different from the general alternat-
ing current TENG (AC-TENG) invented in 2012, which is based on triboelectrifica-
tion and electrostatic induction. Taking advantage of the electrostatic discharge, it 
can not only promote the miniaturization trend of TENG and self-powered systems, 
but also provide a paradigm shifting technique to in situ gain electrical energy.
Keywords: electrostatic discharge, mechanical energy harvesting, nanogenerators, 
self-powered systems
1. Introduction
Static electricity is a documented phenomenon since the ancient Greek era of 
2600 years ago [1–3]. At that time, people found that the amber through friction 
can attract lightweight particles, attracting a lot of researchers to study the physi-
cal principle behind this interesting phenomenon. Triboelectrification (or contact 
electrification), which refers to the charge transfer between two surfaces in contact, 
is the principle behind natural phenomena such as the amber effect and lighting 
[4–8]. Generally, two different materials will have net negative and positive charges, 
respectively, after contact or by friction based on their capability of gaining and 
losing electrons. The material which has strong capability of losing electrons will 
easily be positively charged, and the other has the tendency to be negatively charged. 
The presence of triboelectric charges on the surface of dielectric will build a strong 
electric field. When two materials of different polarities are close to each other, a 
charged material close to either a metal or ground, the electrostatic field between the 
two materials may break down the air and finally form electrical discharge.
Electrostatic discharge is a ubiquitous phenomenon in our daily life which is a sud-
den flow of electricity between two charged materials caused by contact or dielectric 
breakdown [9–13]. For instance, during dry winters, the body easily accumulates static 
electricity, and it is very prone to discharge when it makes contact with conductors or 
other people. Generally, electrical discharge is considered as a negative effect in the 
electronic industry and often causes electrostatic discharge (ESD) failure of electronic 
components and integrated circuits (IC). Intensive work has been dedicated to avoid-
ing ESD to protect electronic components and instruments’ safety [14–20].
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With the rapid development of science and technology, the structure of energy 
demand has changed dramatically. Conventional ordered energy cannot fully 
meet modern society’s demand of a clean and sustainable power source with the 
increasing demand of wearable electronics and Internet of Things (IoTs). We need 
“disordered energy” to meet the remaining energy demand of electronics, which 
are widely distributed, possibly moved and large quantity [21]. At present, most 
electronic devices are powered by batteries and/or local power generators. However, 
a battery has limited life cycle which has to be constantly monitored, recharged, or 
replaced, and it needs a lot of manpower and material resources, thus increasing 
the maintenance cost [22]. With considering the working status of each electron-
ics, a variety of energy-harvesting methods show their respective characteristics. 
For example, solar cells can harvest solar energy except in the day time when there 
is sun light [23]; wind power generation [24] works under abundant wind energy; 
a thermal generator can convert temperature difference into electricity [25]; and 
piezoelectric nanogenerators can convert tiny physical deformations into electricity 
to self-power small-scale devices [26]. Based on the triboelectrification effect and 
electrostatic induction, the use of triboelectric nanogenerators (TENGs) has been 
demonstrated as a cost-effective, clean, and sustainable strategy to convert mechani-
cal energy into electricity with comprehensive advantages of light weight, small size, 
a wide choice of materials, and high efficiency even at low frequencies [27–30].
2. Triboelectric nanogenerators
In 2012, triboelectric nanogenerators (TENGs) based on triboelectrification 
effect and electrostatic induction were invented by Zhong Lin Wang to harvest 
mechanical energy from ambient environment [31]. In addition, the self-powered 
systems based on TENGs demonstrated an effective solution to supply energy for 
micro/nano electronics. A conventional TENG can generate AC by the friction of 
two materials with different electron affinity, where charge transfer occurs between 
the two surfaces of materials, and then inducing electron transfer between two 
back electrodes under the periodical mechanical force. Recent research indicates 
that its fundamental theory lies in Maxwell’s displacement current and change in 
surface polarization [32]. Based on this principle, four different modes of TENGs 
are built according to different device structures and working environments: 
vertical contact-separation mode, lateral siding mode, single-electrode mode, and 
freestanding triboelectric-layer mode (Figure 1) [33]. Based on the four modes of 
TENG, several works have demonstrated that TENGs can harvest various forms of 
mechanical energy, such as human motion, vibration, wind and even blue energy, 
making possible their applications in wearable electronics, remote and mobile 
environmental sensors, and IoTs [34–38].
As an energy harvester, the output power density is one of the key properties 
to measure the output capability of TENGs. Recent progress indicates that the 
power density is quadratically related to triboelectric charge density [39, 40], and 
thus, great efforts have been concentrated on increasing the triboelectric charge 
density by means of material improvement, structural optimization, surface 
modification, and so on [41–43]. Jie Wang et al. fabricated a flexible TENG with 
the silicon rubber as a triboelectric layer and a mixture of silicon rubber [44], 
carbon black, and carbon nanotubes as a triboelectric electrode. With optimized 
structural design, the triboelectric charge density is increased up to 250 μC m−2. 
By designing a three-layer TENG, the triboelectric charge density increases to ~270 
μC m−2, which is the theoretical limit of air breakdown [45]. Then, a high-vacuum 
environment was adopted to suppress electrostatic breakdown and a triboelectric 
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charge density of 660 μC m−2 is achieved. By further coupling surface polarization 
from triboelectrification and hysteretic dielectric polarization from ferroelectric 
material in vacuum, the triboelectric charge density boosts to 1003 μC m−2 without 
the constraint of air breakdown [46].
Triboelectric charge density as one of the main optimization directions of 
TENGs is gradually increased from 50 to ~1000 μC m−2, and electrostatic break-
down becomes a problem that must to be considered. Generally, a high electrostatic 
field will be built between the two charged surfaces with opposite triboelectric 
charges during the working process of TENG. Paschen’s law describes the empirical 
relationship between gaseous breakdown voltage (Vb), gap distance (x), and gas 
pressure (P) and is given by
  V b =  
APd ________ 
ln (Pd) + B
 (1)
where A and B are constants determined by the composition and the pressure of 
the gas. For air at standard atmospheric pressure (atm, i.e., the conventional opera-
tion condition of a TENG), A = 273.75 V Pa−1 m−1 and B = 1.08.
According to the theoretical derivation, the gap voltage between contact surfaces 
of a TENG (Vgap) under short-circuit condition is given by
  V gap =  
𝜎td ________ 
 ε 0 (t + d  ε r ) 
 (2)
where t is the thickness of the polytetrafluoroethylene (PTFE) film, σ the tribo-
electric surface charge density, εr the relative permittivity of PTFE (εr ~ 2.1), and ε0 
the vacuum permittivity (ε0 ~ 8.85 × 10
−12 F m−1).
Figure 1. 
The four fundamental modes of TENGs: (a) vertical contact-separation mode, (b) in-plane contact-sliding 
mode, (c) single-electrode mode, and (d) freestanding triboelectric-layer mode [33].
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To avoid air breakdown, Vgap must be smaller than Vb at any operation gap 
distance. Large efforts have been dedicated to study the electrostatic breakdown of 
TENGs.
3. The confirmation and study of air breakdown in TENG
Using the ion-injection method for introducing surface charges into the dielectric 
layer, the power density of TENG greatly increases to ~315 W m−2 [39]. With the help 
of this method, the maximum surface charge density of TENG with the limitation of 
electrostatic breakdown was observed and confirmed for the first time. As shown in 
Figure 2a, the maximum surface charge density gradually increased with the ion-
injection process (the thickness of the utilized FEP film is 50 μm). In the initial state, 
the surface charge density only generated by triboelectrification is nearly 50 μC m−2. 
Subsequently, step-by-step ion injection was adopted for effective accumulation of the 
negative charges on the FEP surface, and it is very important to connect the FEP’s bot-
tom electrode to the ground in each ion-injection step. After a few ion injections, the 
surface charge density increased to ~240 μC m−2 (Figure 2b). After the ninth injection, 
the performance of transferred charges became distinctively different that this abrupt 
decrease of surface charge resulted from air breakdown. The schematic and numeri-
cal simulation results showing the voltage drop in the air gap between the Al and FEP 
layers, which could cause the air breakdown is shown in Figure 2c. This provides a new 
optimization direction for realizing high output performance of TENG.
After confirming the existence of air breakdown, many researchers studied 
the electrostatic breakdown of TENGs and various experiments demonstrated the 
Figure 2. 
Step-by-step measurement of the surface charge density by ion-injection process. (a) In situ measurement of the 
charge density of the FEP film during the step-by-step ion-injection process. (b) The short-circuit charge density 
(ΔσSC) measured by the TENG when the FEP film was injected with ions time-by-time. (c) Schematic and 
numerical simulation results showing the voltage drop (Vgap) between the Al and the FEP layers, at which the 
air breakdown may occur [39].
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existence of air breakdown. Haixia Zhang et al. [47] fabricated a symmetric structure 
and an asymmetric structure of TENG, discovered the phenomenon of electrostatic 
breakdown in the asymmetric structure, and then studied the four steps of elec-
trostatic breakdown in detail. Figure 3a, b shows the comparison of the symmetric 
structure and the asymmetric structure. A low-dark-current photoelectric detector is 
used to test photocurrent signals and an obvious light signal can be observed between 
the abrupt output decline in Figure 3b(iv), while no light signal has been detected 
in Figure 3a(iv). The transition process of electrostatic breakdown has been inves-
tigated and summarized, and the changes in triboelectric charges with time at four 
different regions in electrostatic breakdown, which are charge accumulation region 
(CAR), intermittent discharge region (IDR), accelerated discharge region (ADR), 
and uniform discharge region (UDR) are shown in Figure 3c–f. Meanwhile, the influ-
ence of several factors including contact materials, contact pressure, titled angle, and 
surface morphology on electrostatic breakdown has been studied.
Yunlong Zi et al. [48] confirmed that the threshold surface charge density of 
contact-separation mode TENG is nearly 40~50 μC m−2 with the existence of air 
breakdown by the theoretical study of the maximized effective energy output, and 
then the effects of gas pressure (higher than the atmosphere) and gas composi-
tion were also studied. Figure 4a shows the breakdown voltage as calculated by 
Paschen’s law in 1 atm air, in which the points A–E show the voltage V1 between 
triboelectric surfaces of contact-separation mode TENG under different transferred 
charges. The potential distribution of A–D is simulated by COMSOL Multiphysics 
software shown in Figure 4b. In Figure 4c,d are shown the voltage V1 between 
the two triboelectric surfaces and the breakdown voltage Vb. To further clearly 
explain the relationship of V1 and Vb, Figure 4e shows the distribution of Vb-V1 
in a V-Q plot with the contour line of 0 V displayed as the red dashed line. The 
negative (“−”) and positive (“+”) areas are divided by this contour line. They also 
did experiments to demonstrate the existence of air breakdown. Figure 4f is the 
Figure 3. 
Comparison of S-TENG with A-TENG, and the demonstration of ESD. (a) The structure (i), stable output 
voltage (ii), stable Q waveforms (iii), and signals detected by a photocurrent detector of S-TENG (iv). (b) 
The structure (i), abrupt voltage decline (ii), abrupt declined Q waveforms (iii), and signals detected by a 
photocurrent detector of A-TENG (iv). (c) Triboelectric charges in four different regions of ESD processes. (d) 
Picked-up, 20-s waveforms for each marked point in (c). (e) ND and η change with time in IDR. (f) Double-
layer feature in three different minutes of ADR [47].
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mechanism of contact-separation mode TENG when the air breakdown existed. The 
final charge densities of six TENGs with different initial charge densities are shown 
in Figure 4g. The decrease in final charge densities of TENG #3–6 indicates the 
existence of air breakdown.
Figure 5. 
Output performance of TENG in vacuum. (a) Schematic of TENG with a cushioned Cu electrode to increase 
contact intimacy during operation process. (b) Charge density of the TENG in atmosphere and high vacuum 
(P~10−6 torr). (c) Schematic of the TENG with the integration of triboelectric material (PTFE) with 
ferroelectric material (BT). (d) Charge density of the TENG in atmosphere and high vacuum [46].
Figure 4. 
The demonstration of air breakdown in a CS mode TENG. (a) The breakdown voltage calculated by Paschen’s 
law in 1 atm air, in which the points A–E show the voltage V1 between dielectric layer and upper electrode of 
the CS mode TENG with different surface charge density (inset shows the schematic diagram of the TENG). (b) 
The potential distribution of A–D simulated by COMSOL Multiphysics software. (c) The voltage V1 between the 
dielectric layer and upper electrode in V-Q plot. (d) The breakdown voltage Vb in V-Q plot. (e) The distribution 
of Vb-V1 in V-Q plot. The red dashed line is the contour line of 0 V. (f) The working process of CS mode TENG 
with air breakdown and the mechanism of the final charge density measurement. (g) The test results of final 
charge densities for six TENGs. The equal initial and final charge densities are shown with the dashed inclined 
line, and the dotted vertical line indicates the existence of air breakdown where σt separates with σ0 (blue) [48].
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Besides the relatively theoretical research of air breakdown, great efforts have 
been devoted to suppress or avoid air breakdown for substantially enhancing the 
output performance of TENGs [49, 50]. On the basis of soft contact and fragmental 
structure, Jie Wang et al. [46] fabricated a TENG with a cushioned Cu electrode and a 
contact area smaller than conventional TENG to improve the contact intimacy, which 
is shown in Figure 5a. After working in high-vacuum environment (~10−6 Torr), the 
triboelectric charge density is increased up to 660 μC m−2 (Figure 5b). Meanwhile, 
by properly combining the surface polarization from triboelectrification and residual 
dielectric polarization of ferroelectric materials, the surface charge density can be 
expected to further increase. Then, a TENG with the integration of triboelectric 
material PTFE with ferroelectric material BT (one type of doped barium titanate 
material) in vacuum is fabricated (Figure 5c), and its surface charge density jumped 
to 1003 μC m−2 without the constraint of air breakdown (Figure 5d). The surface 
polarization from triboelectrification induces the dielectric polarization in BT, and 
the latter further enhances the former until a new equilibrium rebuilds again. This 
combination of surface polarization and dielectric polarization greatly enhances the 
triboelectric charge density under the rest cycles of TENG. This work proposes a new 
optimized method to realize high-output power density TENG and meanwhile avoids 
the effect of environmental factors on the output performance of TENG.
4. Applications of air breakdown in conventional TENGs
TENGs can convert all kinds of mechanical energy into electricity, and have a 
built-in characteristic, that is high output voltage. Taking advantage of the high-
output voltage characteristic, a lot of practical applications of TENG have been 
Figure 6. 
Self-powered gas sensors. (a) Structure diagram of the self-powered CO2 sensor. (b) Circuit diagram of the 
self-powered CO2 sensor. (c) Schematic image of the gas discharge process in pure N2. (d) Under negative voltage, 
the curves of discharge current peak at different “d” under different CO2 concentrations. (e) The curve of Cth at 
different “d” [49]. (f) Schematic diagram of the cubic-TENG structure. (g) Output performance under various 
gas atmospheres of He, Ar, air, N2, CO2, CHF2Cl, and SF6. (h) Long-term stability under an SF6 atmosphere [55].
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developed and successfully demonstrated in generating the input ions in mass 
spectrometry [51], fabricating electrospun nanofibers [52], driving field emission 
of electrons [53] etc. Considering the effects of gas composition and gas pressure on 
air breakdown, great efforts have been dedicated to study the air discharge for gas 
sensors. Ke Zhao et al. [54] fabricated a self-powered CO2 gas sensor based on gas 
discharge induced by a TENG. The structure diagram of a self-powered CO2 gas sen-
sor is shown in Figure 6a. Figure 6b is the circuit diagram of the self-powered CO2 
gas sensor. The detailed gas discharge process is shown in Figure 6c. N2 molecules 
lose electrons under the bombardment of electrons to form positive N2 ions. N2 mol-
ecules and electrons are accelerated to different directions under the electric field. 
Since the mass of positive N2 ions is much higher than that of the electrons, electrons 
are easier to be accelerated. The accelerated electrons will bombard other N2 mol-
ecules to form new positive ions and electrons; eventually an electron avalanche is 
formed. It is shown that the Cth (Cth is defined as the critical CO2 concentration that 
causes the stop of gas discharge) decreased with the increase of distance. Shasha Lv 
et al. [55] fabricated an enclosed cubic-TENG consisting of an inner and outer box 
using a fluorinated ethylene propylene thin film and a layer of conducting fabric as 
the triboelectric layers, which is shown in Figure 6f. The output performance of the 
cubic-TENG in different gas atmospheres is shown in Figure 6g. Long-term stability 
under SF6 atmosphere is shown in Figure 6h, indicating the potential of cubic-
TENG as an energy-harvesting device and vibration sensor.
5. Mechanical energy harvesting via air breakdown
5.1 DC-TENG
Besides the applications of air breakdown in TENGs for gas sensors, some works 
about using air breakdown producing electricity also have been studied. Ya Yang 
et al. [56] fabricated a DC triboelectric generator (DC-TEG) consisting of two 
wheels and a belt, which is shown in Figure 7a. Figure 7b is a scanning electron 
microscope (SEM) image of the surface of PTFE. The working mechanism of the 
DC-TEG is illustrated in Figure 7c (The reference point T was used to monitor the 
relative sliding length of the belt). The design of the DC-TEG relied on the different 
properties to lose electrons, which is αIII > αI > αII in this structure. Here, the three 
materials are an Al wheel, a rubber belt, and a PTFE wheel. When the belt I makes 
contact with the wheel III, electrons will transfer from wheel III to belt I, resulting 
in net negative charges on the inner surface of belt I. After belt I makes contact with 
wheel II, electrons will transfer from belt I to wheel II. With the rotation of two 
wheels, more and more positive and negative charges will accumulate on the surface 
of wheel III and wheel II. Moreover, some positive charges are accumulated at elec-
trode 2 (E2) due to electrostatic induction. So, the high electric field between wheel 
II and E2 will breakdown the air during the gap forming a pulsed DC output in exter-
nal circuit. This DC-TEG exhibited good performance with different rotation rates 
and was demonstrated to power electronic systems directly. Figure 7d shows 1020 
LEDs in series to fabricate LED panels. All the LEDs can be driven by the DC-TEG at 
a rotation speed of 3044 r min−1 as shown in Figure 7e. Figure 7f depicts charging 
curves of a 1-μF capacitor charged by the DC-TEG at different rotation rates. The 
constant-current discharging curves of a 1000-μF capacitor after being charged by 
DC-TEG is shown in Figure 7g, where the discharging current is 60 μA.
Jianjun Luo et al. [57] reported a DC-TENG realized by air breakdown-induced 
ionized air channel. The structure of the DC-TENG is illustrated in Figure 8a. This 
DC-TENG is composed of a top triboelectric aluminum (Al) electrode (noted as 
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Al-I), a sponge as a compression layer, a FEP film adhered to a back Al electrode 
(noted as Al-II), and an Al electrode at the bottom right corner (noted as Al-III). 
Figure 8b is the photograph of the DC-TENG. Figure 8c,d shows the transferred 
charges and short-circuit current of the DC-TENG with DC output characteristic. 
Using polydimethylsiloxane (PDMS), Kapton, and polyethylene terephthalate 
(PET) as triboelectric layers to replace FEP, the output characteristic is not changed, 
indicating the DC output is universal (Figure 8e). The working mechanism of the 
DC-TENG is illustrated in Figure 8f. The charge transfer between the top electrode 
and the dielectric layer is based on triboelectrification. In a working process, the 
electrons transport from bottom electrode to top electrode relying on an external 
circuit, which is Al-III in this structure. Then, the electrons flow back from top 
electrode to bottom electrode via the ionized air channel created by air breakdown. 
Because the inner flow of electrons based on air breakdown is in a single direction, 
the output current will be pulsed DC. This working mechanism was verified by real-
time electrode potential monitoring, photocurrent signal detection, and controllable 
discharging observation. A flexible DC-TENG also fabricated to demonstrate this 
device can drive electronics directly without a rectifier, and the circuit diagram 
is illustrated in Figure 8g. Figure 8h shows the voltage curves of a 1-μF capacitor 
charged by the DC-TENG at different frequencies. The DC-TENG can also integrate 
with a capacitor and a calculator to form a self-powered system (Figure 8i).
5.2 Constant-current TENG arising from electrostatic breakdown
TENGs are considered as a potential solution via building self-powered systems. 
The conventional TENGs have two built-in characteristics (i.e., AC consisted of 
Figure 7. 
DC-TEG. (a) Schematic diagram of the DC-TEG. (b) SEM image of the PTFE surface. (c) Working mechanism of 
the DC-TEG. (i) Initial status without sliding motion of the belt. (ii–v) The triboelectric charge distributions when 
belt I went through the point T with the length of LAB, LAB + LBC, LAB + LBC + LCD, and LAB + LBC + LCD + LDA, 
respectively. LT is the length that the belt went through the reference point T. LAB is the length of the belt between A 
and B. (d), (e) Photographs of 1020 LEDs driven by the DC-TEG as a direct power source when the DC-TEG is 
(d) off and (e) on at a rotational speed of 3044 r min−1. (f) The measured voltage of the DC-TEG charges a 1-μF 
capacitor at different rotational speeds. (g) The constant-current discharging curves of a 1000-μF capacitor after 
charging by the DC-TEG (inset shows the photographs of a red LED powered by the charged capacitor) [56].
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pulse series). Generally, TENGs need to connect with a rectifier or a capacitor to 
drive electronics, which takes away its portability advantage [58, 59]. Second, the 
pulsed output current of TENGs result in high crest factor, which is a key metric 
to output instability defined as the ratio of the peak value to the root mean square 
value. This greatly influences their performance for energy storage efficiency 
and powering electronics [59]. In addition, triboelectric charge density as one of 
the key properties of TENGs has been greatly increased; therefore, a very high 
Figure 8. 
DC-TENG. (a) Structure of the DC-TENG. (b) Photograph of the DC-TENG. (c) Transferred charges of the 
DC-TENG. (d) Short-circuit current of the DC-TENG. (e) Output performance of DC-TENG using different 
triboelectric materials. (f) Schematic working principle of the DC-TENG achieved through the ionized air 
channel caused by air breakdown. (g) Circuit diagram of a 1-μF capacitor directly and continuously charged 
by the DC-TENG without a rectifier. (h) Measured voltage of a 1-μF capacitor charged by the DC-TENG 
at different frequencies. (i) Charging curve of a 1000-μF capacitor charged by the flexible multilayered 
DC-TENG (inset shows the photograph of a calculator powered by the charged capacitor). (i-v) The working 
mechanism of the DC-TENG in stable working state [57].
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electrostatic field will be built in TENG, which also leads to air breakdown and 
results in unwanted charge quantity loss and, consequently, quadratic loss in output 
power. The charge quantity loss can be roughly estimated with its charge density 
gap in air and vacuum. With a 50-μm PTFE film as a triboelectric layer, 240 μC m−2 
is the theoretical upper limit in air [39, 44], but 1003 μC m−2 has been achieved in 
vacuum, where a dominant part is wasted because of air breakdown [46].
To harvest energy during electrostatic breakdown, Jie Wang et al. [60] designed 
a next-generation DC-TENG via the triboelectrification effect and electrostatic 
Figure 9. 
Constant-current TENG. (a) A schematic illustration of the sliding mode DC-TENG. (b) Equivalent circuit model 
of the DC-TENG. (c) Working mechanism of the sliding mode DC-TENG in full cyclic motion. (d) Structural 
design of the rotary mode DC-TENG. Inset shows a zoomed-in illustration of its stator. (e) Constant current output 
of the DC-TENG. (f) Photograph of 81 LEDs with stable luminance powered by a rotary mode DC-TENG [60].
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breakdown, which consists of a frictional electrode (FE), a charge collecting 
electrode (CCE), and a triboelectric layer (Figure 9a). The CCE layer is fixed on 
the side of a sliding acrylic substrate, with a subtle distance to the triboelectric 
layer, which is a PTFE layer attached to another acrylic sheet. The CCE and FE 
both are copper electrodes here. The physics model of the new DC-TENG is made 
up of an electric charge source and a broken-down capacitor composed of the 
CCE and PTFE film, as its equivalent circuit briefly demonstrates in Figure 9b. 
It is different with a conventional TENG, whose paradigm is a variable capacitor 
initially charged by triboelectrification and generating AC pluses by electrostatic 
induction. The working mechanism of the DC-TENG is shown in Figure 9c. When 
the FE makes contact with the PTFE, electrons will transfer from the FE to PTFE 
based on triboelectrification effect. PTFE as an electret can hold a quasi-permanent 
electric charge (Figure 9c, i). Thus, when the slider moves forward, the electrons 
on the surface of PTFE will build a very high electric field between the negatively 
charged PTFE film and the CCE. As long as it exceeds the dielectric strength of 
the air between them, whose value is approximately 3 kV/mm from Paschen’s law, 
it can cause the nearby air to partially ionize and begin conducting. Electrons will 
transfer from PTFE film to CCE (Figure 9c, ii); that is, the CCE is rationally placed 
to induce air breakdown, creating artificial lightning. When the slider is stationary 
on the surface of PTFE, electrons will stop transfer (Figure 9c, iii). Because the 
inner flow direction of electrons is fixed from the FE to the PTFE film and then to 
the CCE, the output electrons will also be in a single direction, that is, from the CCE 
to the FE. Thus, cyclic DC can be produced by periodically sliding the slider.
To optimize the output performance, a radially arrayed rotary of DC-TENG is 
fabricated by parallel multiple DC-TENGs, which is shown in Figure 9d and inset 
shows a zoomed-in illustration of its stator. When the motor rotates steadily, the 
crest factor of output current is very close to 1, indicating approximately constant 
current output characteristic (Figure 9e). This DC-TENG was demonstrated to 
charge capacitors or drive electronics without a rectifier. A light-emitting diode 
(LED) bulb arrays can also be lit up by the rotary mode DC-TENG with a rotation 
rate of 500 r min−1 (Figure 9f). Unlike when driven by the conventional AC-TENG, 
the LEDs remain at constant luminance without flashing lights.
6. Conclusions
Harvesting of environmental mechanical energy as an eco-friendly energy 
generation method is particularly a promising solution and plays an increasingly 
important role in driving wearable electronics and sensor networks in the IoTs. 
Based on the triboelectrification effect and electrostatic induction, the use of TENG 
invented in 2012 by Zhong Lin Wang has been demonstrated as a cost-effective, 
clean, and sustainable strategy to convert mechanical energy into electricity with 
comprehensive advantages of light-weight, small size, a wide choice of materials, 
and high efficiency even at low frequencies, which shows great potential in promot-
ing the miniaturization trend of self-powered systems. With the gradually increase 
in triboelectric charge density, electrostatic breakdown, which is generally consid-
ered as a negative effect in the conventional TENG, becomes an issue that must to 
be considered. The theoretical and experimental studies of air breakdown in TENGs 
are important to promote the development of this field. By taking advantage of 
the electrostatic discharge, several types of DC-TENG have been demonstrated to 
power electronics directly without a rectifier or a capacitor. Comparing with the 
output characteristics of conventional TENG (AC consisted of pulse series), a con-
stant-current output (crest factor ~1) is achieved by coupling triboelectrification 
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effect and electrostatic breakdown. This constant-current TENG has been demon-
strated to drive LED bulb arrays that remain at constant luminance without flashing 
lights. Moreover, it can not only promote the miniaturization trend of TENG and 
self-powered systems but also provide a paradigm shifting technique to in situ 
gain electrical energy. Based on the above discussion and analysis, the electrostatic 
breakdown in TENG will soon become a hot issue and we would require new studies 
in electrostatic breakdown.
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